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SCM-DLX-CC Down Lights 4 X Channels of RGB Lighting
Supports up 15A per channel

SCR-24-CC Underwater Lights
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Power Source

SCM-SL-CC Spreader Light
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Shadow-NET® output
to sync with other 

Shadow-NET® devices

SCM-MZ-LC-3SW
Multi-Zone Lighting Controller Multi-Function Display

12V
Power Source

3.5mm Female Audio Jack
for music sync

On / Off

SCM-MFD-BRIDGE
MFD Communications Bridge

RECOMMENDED WIRE GAUGES

Scan the QR Code or 
click here to view our 
recommended wire 
gauge chart.

HOW TO OPERATE
RGB Switch enables RGB Zones 1-4 to 
white color.

Shadow-NET Switch enables all lights 
connected to Shadow-NET®.

Control Switch is a momentary input to set 
brightness and change color.

MFD control will override all switches.

SCM-MZ-LC DIP SWITCH SETTINGS
(from left to right counting up)

Zone 1 RGB

1 2 3 4

Zone 2 RGB Zone 3 RGB Zone 4 RGB

Zone 1 RGBW Zone 2 RGBW Zone 3 RGBW Zone 4 RGBW

https://www.shadow-caster.com/media/Wire-Sizing-Guide.pdf

