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RECOMMENDED WIRE GAUGES

Scan the QR code or 
click here to view our 
recommended wire 
gauge chart.

OPERATION
To view the SCM-PD4CH product 
intructions click here.

To view the SCM-LC-N2K-PLUS opera-
tion manual click here.

SCM-PD4CH PIN CONNECTIONS

Pin 1 Pin 4

Pin 3Pin 2

Pin 1 Pin 4

Pin 3Pin 2

Channel Outputs Input
Connector

Channel Outputs (Blue)
Required mating connector DT06-4S Connection

Pin 1 Red +12V out (use)

Pin 2 Orange - Shadow-NET™ Low

Pin 3 Yellow - Shadow-NET™ High

Pin 4 Ground

Connection

Pin 1 Turn On (input)

Pin 2 Orange - Shadow-NET™ Low

Pin 3 Yellow - Shadow-NET™ High

Pin 4 Jumper with Pin 1 to power SCM-PD4CH

Jumper to enable outputs

Input Connector (Black)
Required mating connector DT06-4S

Optional Push Button Switches
Up to 6 switches can be connected to control RGB(W) 
Zones 1-6.
In addition a control switch can also be connected for 
‘next color’ and ‘color rotation’ control.

LIGHT COMMANDER N2K PLUS
(SCM-LC-N2K-PLUS)

NMEA2000 & Ethernet
Multi-Zone Lighting Controller

Multi-Function Display

Ethernet Network Connection
3.5mm 

Audio Input

SCM-SL-CC Spreader Light

SCM-DLX-CC Down Lights

10-30V DC
Power Source

NMEA 2000 Backbone

SCR-24-CC Underwater Lights
Configuration shown is 36A at 12V

SCM-PD4CH
4 Position Power 
Distribution Module

10-30V DC
Power Source

RGB Lighting

Speaker Lighting

Down Lights

Courtesy Lights

Shadow-NET®

https://www.shadow-caster.com/media/Wire-Sizing-Guide.pdf
https://www.shadow-caster.com/media/SCM-PD4CH-Product-Instructions-Apr23.pdf
https://www.shadow-caster.com/media/Light-Commander-Installation-Operation-Manual-Jun23.pdf



