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SCM-ZC- REMOTE
Zone Controller Remote

SCM-MZ-LC
Multi-Zone Lighting Controller

12V
Power Source

3.5mm Female Audio Jack
for music sync

SCM-DLX-CC Down Lights
(Defaults to Zone 2)

4 X Channels of RGB Lighting
Supports up 15A per channel

SCR-24-CC Underwater Lights
(Defaults to Zone 1)

10-30V
Power Source

SCM-SL-CC Spreader Light
(Defaults to Zone 3)

RGB Zone 1 RGB Zone 2 RGB Zone 3 RGB Zone 4

Shadow-NET® output
to sync with other 

Shadow-NET® devices
RECOMMENDED WIRE GAUGES

Scan the QR Code or 
click here to view our 
recommended wire 
gauge chart.

HOW TO OPERATE
All Press twice to turn all zones on

Zone (1-4) Press and then set desired color 
and effect for the zone

Mode Press to step through modes: 
Single Color Fade / Multi-Color Fade / 
Multi-Color Change / Strobe

Sync Press to step through sync options: 
Full Spectrum Music Sync / Color Rotate 
Music Sync / Single Color Music Sync

Click here to view our ‘Zone Controller 
Operations Guide’ for full instructions

SCM-MZ-LC DIP SWITCH SETTINGS
(from left to right counting up)

Zone 1 RGB

1 2 3 4

Zone 2 RGB Zone 3 RGB Zone 4 RGB

Zone 1 RGBW Zone 2 RGBW Zone 3 RGBW Zone 4 RGBW

https://www.shadow-caster.com/media/Wire-Sizing-Guide.pdf
https://www.shadow-caster.com/media/2020/07/Zone-Controller-Operation-Guide-V3.04-1-up-1.pdf

